
Tempo™ Digital Thermostat

Overview
The Tempo thermostat enables end users to choose the 
time as easily as they would with a watch or clock and 
quickly set their programs – heat on when they want it and 
off when they do not need it. 

Suitable with all Warmup underfloor heating systems, the 
tempo thermostat allows you to control the temperature of 
your underfloor heating to give you comfort, warmth and 
luxury to match your specific needs.

Better

Easy-to-use interface and 
intuitive design.

With Tempo, end users can 
simply program their settings 
to suit individual requirements, 
warmer when they are at home, 
lower when they are away or 
asleep. 

Faster

Set-up takes just minutes to 
get right the first time. It will 
help avoid wasting energy and 
achieve savings on utility bills.

Smarter

Its Proportional Adaptive 
Function ensures the room does 
not over-heat, reducing wasted 
energy whilst also protecting the 
components inside.

The Early Start algorithm learns 
how long it takes to warm the 
room and activates the heating 
so it’s up to temperature at the 
right time.
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TEMPO - TECHNICAL SPECIFICATIONS 

Stylish and contemporary design 

Clear screen displaying program details

Proportional Adaptive Learning

Easy control with dial and sliders

Available in Porcelain White and Piano Black

BEAB Approved and CE and UKCA marked meeting the highest safety standards for ultimate 
peace of mind

3yr Warranty with option to upgrade to Lifetime Warranty

Features

Technical Specifications

LIFETIME
LIMITED WARRANTY

  W
AR

M
UP LIFETIME LIMITED  WARRAN

TY

  W
A

R
M

UP LIFETIME LIMITED  W

ARRA
N

TY

Warmup - Tech Sheet - C03 - Tempo - V1.2 06212

INPUT VOLTAGE 230V +/- 15% at 50Hz

MAX LOAD 16A (3680W)

DIMENSIONS (H/W/D): 90 x 113 x 23mm (from wall)

BATTERY BACKUP 3 MONTHS (CR2032 BATTERY PROVIDED)
SENSORS AIR & FLOOR
SENSOR TYPE NTC10K 3m LONG (CAN BE EXTENDED TO 50m)
IP RATING IP20
INSTALLATION DEPTH 35mm BACK BOX
DISPLAY SIZE 45 X 50mm
COMPATIBILITY IDEAL FOR ELECTRIC & HYDRONIC UNDERFLOOR HEATING
Er-P CLASS IV


